
CRIMSON CIP 356 

GENERAL DESCRIPTION: 
Crimson CIP 356 Cleaner is a Non-Phosphated Chlorinated Alkaline Cleanser formulated for CIP 

applications in dairy and food processing plants.  

 
 

PHYSICAL PROPERTIES: 

 Appearance: clear to light yellow liquid  

 Odor: noticeable chlorine odor 

 Specific gravity: 1.21 (10.1 #/gal)  

 pH of 1% solution: 12.37  

 Available Chlorine: 2.25-2.75%  

 Phosphates: none  
 

 

DIRECTIONS FOR USE: 
Crimson CIP 356 Cleaner is formulated to be a non-foaming chlorinated CIP cleaner, for use on 

systems at low concentrations of ⅓ to 2 oz. per gallon of water for CIP and spray cleaning of 

dairy equipment at approximately 140°-160°F, depending on water conditions and soil loads.  
 

 

SAFETY:  
Avoid prolonged contact with aluminum or soft metals.  
 
 

DANGER: 
Causes severe burns to eyes and skin. Harmful if swallowed. Contains Sodium Hydroxide and 

Sodium Hypochlorite. Avoid contact with skin and eyes. Protect eyes when handling. For skin 

contact, flush thoroughly with water; for eye contact, flush thoroughly for at least 15 minutes. 

Get medical attention immediately. 

 
***For more detail about product handling & safety info, please refer to the Material Safety Data Sheet*** 

  


